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Termocoppia a gFl)unzione esposta IEC a coppia
piatta isolata in PFA con spina miniaturizzata -
Tipo K - 1/0,3 mm Dimensione del trefolo -
Lunghezza 1 M

Labfacility are the UK's leading manufacturer of Temperature Sensors, Thermocouple Connectors and associated
Temperature Instrumentation and stockings of Thermocouple Cables. The Company has been trading since 1971
and is 1ISO9001 accredited.



https://www.labfacility.com
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TEMPERATURE & PROCESS TECHNOLOGY

Buona resistenza meccanica e flessibilit, resistente a oli, acidi e altri fluidi avversi.
Hai bisogno di calibrare il tuo sensore di temperatura?
Tracciabile secondo gli standard di calibrazione 1SO17025 (UKAS), Labfacility offre la possibilit di scegliere tra una

calibrazione tracciabile a 3 0 5 punti utilizzando la nostra funzione di calibrazione interna, possibile selezionare
qualsiasi punto di temperatura tra -10C e +200C.

Tieni presente che se aggiungi un'opzione di calibrazione al tuo ordine, verrai contattato per informazioni
sulla consegna

Indicazioni

Specifications

Product Code XE-3484-001

Sensor Type Fast response, welded exposed junction
Thermocouple Type KIEC

Cable Connection Terminated with a miniature flat pin plug
Cable Length M

Core / Strands 1/0.3mm

Termination Type Miniature Plug

Standards Met (cores & jacket) to IEC-584-3

Insulation Material Insulation rating: -75°C to 260°C

Series Exposed Junctions
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