
Testina terminale a coperchio incernierato KNP

Labfacility are the UK's leading manufacturer of Temperature Sensors, Thermocouple Connectors and associated

Temperature Instrumentation and stockings of Thermocouple Cables.  The Company has been trading since 1971

and is ISO9001 accredited.

https://www.labfacility.com


Datasheet

Sono disponibili molti tipi alternativi di testine terminali per soddisfare le esigenze di varie applicazioni.

Esistono variazioni in dimensioni, materiali, alloggio, resistenza al mezzo, resistenza al fuoco o persino all'esplosione
e in altri parametri.

La testa terminale con coperchio incernierato KNP  un involucro in alluminio verniciato argentato progettato per
proteggere le connessioni elettriche, in particolare per sensori di temperatura e trasmettitori in ambienti industriali. Il

suo design a cappuccio incernierato offre un facile accesso per manutenzione e installazione.

Specifiche

Specifications

Head Type KNP Hinged Lid Terminal Head

Material Aluminium Silver Painted

Cable Entry M20 x 1.5mm

Fixing (Centres) 33mm & 40mm

Max. Temperature 170°C

IP Rating IP67 rated

Process Entry 1/2" BSPP and 3/4" BSPP

Cap Retaining Type Hinged Cap
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