
Capo Terminale MA

Labfacility are the UK's leading manufacturer of Temperature Sensors, Thermocouple Connectors and associated

Temperature Instrumentation and stockings of Thermocouple Cables.  The Company has been trading since 1971

and is ISO9001 accredited.

https://www.labfacility.com


Datasheet

Sono disponibili molti tipi alternativi di testine terminali per soddisfare le esigenze di varie applicazioni.

Esistono variazioni in dimensioni, materiali, alloggio, resistenza al mezzo, resistenza al fuoco o persino all'esplosione
e in altri parametri.

La MA Terminal Head  una testa di connessione compatta, robusta e di tipo micro, utilizzata principalmente con
sensori di temperatura industriali in applicazioni con spazio limitato, verniciata con alluminio argento.

Specifiche

Specifications

Product Code XE-4129-001

Head Type MA Terminal Head

Material Aluminium

Cable Entry M16 x 1.5mm

Fixing (Centres) 20mm

Max. Temperature 170°C

IP Rating IP66 rated

Process Entry 1/8” BSPP 

Cap Retaining Type Cap and retaining screw

Contact Us
www.labfacility.com sales@labfacility.com +44(0)1243 871280

https://www.labfacility.com
https://www.labfacility.com
mailto:sales:labfacility.com

